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Required under USDL Safety and Heaith Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION |

MANUFACTURER'S NAME

BRAY OIL COMPANY

EMERGENCY TELEPHONEZ NO.

(213) 268-6171 X-50

ADDRESS (Number, Street, City, State, and ZIP Cods}

California 90032

1925 No. Marianna Ave., Los Angeles,
= Wi Y
CHEMICAL NAME AND SYNONYMSHydraullc Fluid TRADE NA? 1}»%?23%\8\10\5» s %/E
CHEMICAL FAMILY . . . FORMULA
Petroleum 0il & Additivds
e ‘SECTION H - HAZARDOUS INGREDIENTS ;
PAINTS, PRESERVATIVES, & SOLVENTS -~ | % | TV ALLOYS AND METALLIC COATINGS % | (s
{Units} nits
PIGMENTS 7 TR T o BASE METAL
CATALYST T o ALLOYS -
VEHICLE ot | METALLIC COATINGS
FILLER METAL
SOLVENTS PLUS COATING OR CORE FLUX
ADDITIVES OTHERS
OTHERS B
‘ : TLV
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % {Units)
Tricresyl Phosphate . ' 0.5
SECTION 111 - PHYSICAL DATA T
BOILING POINT (°F.) > 500 SPECIFIC GRAVITY (H0=1) T .872
. --—-- | PERCENT, VOLATILE ° R E T S\ 4
VAPOR PRESSURE (mm Hg.) N/A 7T BRSLuohe 7o T /A
VAPOR DENSITY (AIR=1) N/A T (EVAPORAT'ON ety oy N/A
SOLUBILITY IN WATER -Insolk . T
APPEARANCE AND ODOR Red clear ligquid, Petroleum odor
SECTION IV - FIRE Q'ND EXPLOSION HAZARD DATA
FLASH POINT (Method usad) coc = 2200F F‘LAMMABI_E LIMITS Lel Uzl
EXTINGUISHING MEDIA COC /foam’ dry chemical
SPECIAL FIRE FIGHTING PROCEDURES
Normal petroleum oil fire-fighting procedures.
UNUSUAL FIRE AND EXPLOSION HAZARDS None
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